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Technical data:

Reduction in frame
clearance dimension

Min. – Max. length

Standard length*

Length supplied for
power operated doors**

Special lengths

Can be reduced by

Ram protection – optional 
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NR-32 UniSafe® – Technical Information

NR-32 max. Auszugslänge

NR-32 XL max. Auszugslänge 260
m

m

320
m

m

The right to make technical changes is reserved.

Fabric color

Mounting example:

Special colour

yellow/black red/black

green/black

C-0

C-31

RAL 9016

RAL 3020

RAL 7016

RAL 6005

white/black black

blue/black

Anthracite with external use of w-proof 

All RAL-colours available. Special colours on request.

☁
for

external

RAL 7030 RAL 9006

32 mm

325 mm - 3,000 mm

1.925 mm, 2.050 mm

2.000 mm, 2.500 mm

Available

     -

500 mm, 960 mm, 1923 mm * Length supplied for standard doors in accordance with DIN 18101 with a basic dimension of 2000 and 2125. 
**In accordance with EN 16005 - Power operated pedestrian doorsets - Safety in use

The more of design, safety & functionality

The new NR-32 UniSafe® is easy to retrofit on most door types and can be ordered 

individually to any colour and lengths. The long-lasting and proved Athmer-quality is 

guaranteed – a premium product for more safety!

Advantages:

	One DESIGN for all applications

	SAFETY in use

	CLICKsystem, resistant, for a quick & safe mounting

	PROPERTY FIXING in 2 steps - safe commissioning guarantee

	ADAPTATION to existing hardware simply on site

	RAM PROTECTION for tough environments

	SERVICE and CLEANING due to easy unlocking

	TÜV / GS - tested following EN 16654

Standard colour
delivery without a 
surcharge 
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Finger Protection

(Secondary closing edge – closing face)

Finger Protection Profiles

(Secondary closing edge – opening face)

Finger Protection HS-25

(Main closing edge)

Athmer finger 
protection program

Avoid hazards on doors!

Execute risk assessments 
During the planning process of buildings Athmer recommends to do a risk assessment on doors. All to avoid any 

hazardous points for possible user groups. Special requirements for vulnerable groups (children, elderly and handi-

capped people) should be considered in particular.

Therefore a protection of closing edges on doors should not only be done if there is a legal demand. It is the duty of 

the building owner to provide safe doors. 

Plan and offer safety for doors with Athmer Fingerschutz®
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Athmer finger protection – the reliable solution 
for every requirement

Nursery doors
	the German accident prevention regulations DGUV-V 82 states that “Shearing 

	 points on the hinged side of doors are to be prevented.” In other countries there

	 are similar requirements in place

	following such regulations all the doors (internal and external doors) where

	 children have access to have to be safe – ideal for Athmer finger protector

School doors 

	the German social insurance proposes ‟doors have to be clearly recognised, can 	

	 be safely passed and are easy to open and to close”

	in line with the inclusion or the duty of care Athmer finger protection should be 	

	 used in highly frequented areas like corridors, entrances or lavatories – especially 	

	 on heavy profile doors with door closes or on power operated swing doors

Doors with door closer
	to work against the draft in entrance areas or corridor doors with door closes are 	

	 often installed with a higher opening torque than 3 in accordance with EN 1154

	such doors should be equipped with an Athmer finger protector due to high forces 	

	 on the closing edges which could cause dangerous hazards for vulnerable groups

Power operated swing doors in accordance with EN 16005 

	Power operated pedestrian doors shall be designed so that hazards due to crushing, 	

	 shearing, impact and drawing-in during the opening and closing cycles are avoided

	in accordance with EN 16005 – 4.6.3.4 “Danger points between the leaf and frame 	

	 presenting a fingertrap hazard shall be avoided structurally or by an appropriate 	

	 protective device, e.g. finger protection, up to a height of 2.000.”

Fire-resistant doors 

	Athmer finger protection systems are suitable for use with fire-resistant and smoke

	 protection doors. The used product materials are fire-resistant or non-flammable

	numerous fire tests were successfully passed with the common door manufactures 	

	 and system providers

	the door manufacturer must approve the retrofitting of the finger protection – often the 	

	 finger protection is included in the general building inspectorate approval of the door

	Athmer can support in this issue
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Athmer oHG
Sophienhammer
59757 Arnsberg-Müschede

Tel.	+49 2932 477-500
Fax	+49 2932 477-100

info@athmer.de
www.athmer.de

	Product catalogues

	Special brochures

	Installation instructions

	List of accessories

	Test certificates

	National and international contact partners

	General Terms and Conditions

www.athmer-fingerschutz.de

Hazardous points on doors

at
hm

er
 | 

1 
| 4

25
6-

6 
| 1

1/
20

17

closing face

opening face

Main closing
edge

secondary 
closing edge









